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Models
Check your displacement pump’s identification marking for the 6-digit part 
number. Use the following matrix to define the construction of your displace-
ment pump. For example, displacement pump model LW025A represents a 
wet-cup style stainless steel displacement pump, 25 cc, with a Chromex 
coated rod and 3 UHMWPE, 2 PTFE packings.

To order replacement parts, see Parts section starting on page 9. The digits in 
the matrix do not correspond to the reference numbers in the Parts drawings 
and lists.

* Cycle refers to combination of one upstroke and one downstroke.

ti12415a

L W 025 A

First Digit
Second Digit
(Description)

Third, Fourth, and Fifth 
Digits 

(Displacement Pump 
Volume Per Cycle* in cc)

Sixth Digit
(Packings; Displacement Rod Coating)

L
(Lower)

W Wet-cup style, 
stainless steel

025 A 3 UHMWPE, 2 PTFE; Chromex™ 

050

075

100

125

150

Model, Series

Maximum Working 
Pressure

psi (MPa, bar) Fluid Inlet Fluid Outlet

LW025A, Series A 3000 (20.7, 207) 1/2 in. npt 3/8 in. npt

LW050A, Series A 4500 (31.0, 310) 3/4 in. npt 3/8 in. npt

LW075A, Series A 4800 (33.1, 331) 3/4 in. npt 3/8 in. npt

LW100A, Series A 3600 (24.8, 248) 3/4 in. npt 3/8 in. npt

LW125A, Series A 2900 (20.0, 200) 1 in. npt 1/2 in. npt

LW150A, Series A 2400 (16.5, 165) 1 in. npt 3/4 in. npt
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Component Identification

Key:
A Piston/Rod Assembly
B Wet Cup
C Fluid Outlet
D Fluid Inlet
E Lower Cylinder
F Upper Cylinder
G Intake Valve

FIG. 1. Component Identification

A

B

D

E

G

F

ti11645a

C



Repair

312792G 5

Repair

General Information

Preparation

Follow all warnings and instructions in your pump man-
ual for the following preliminary steps:

1. Flush the equipment.

2. Relieve the pressure.

3. Remove the displacement pump from the pump 
assembly. 

Disassembly
Lay out all removed parts in sequence to ease
reassembly. Clean all parts with a compatible solvent 
and inspect them for wear or damage.

1. Place cylinder (1) 
sideways in a vise 
with soft jaws.

2. Use an adjustable 
wrench on hex of 
intake housing 
(23) to unscrew it 
from the lower 
cylinder (2). 
Loosen vice 
briefly and tip out 
the ball (24◆).

3. Remove the seat (22†) and use an o-ring pick to 
remove the seal (26†) from the intake housing. See 
FIG. 7.

4. Use an adjustable wrench on hex of lower cylinder 
(2) to remove it from the upper cylinder (1) and slide 
it straight off the pump. Be careful not to damage 
the piston/rod assembly (3).

5. Remove the o-ring (21*†) from the top of the lower 
cylinder.

6. Loosen the wet cup (5).

7. Pull the piston/rod assembly out the bottom of the 
upper cylinder. Remove the spring (10*), piston 
packings (12* and 13*) and glands (11* and 14*). 

8. Remove the wet cup (5).

9. Remove the throat packings (7*, 8*) and glands (6*, 
9*) from the bottom of the wet cup.

10. Remove the spring (4*) from the top of the upper 
cylinder (1). 

NOTICE
Reference numbers and letters in parentheses in the 
text refer to the callouts in the figures and the parts 
drawing.

Always use Genuine Graco Parts and Accessories, 
available from your Graco distributor. If you supply 
your own accessories, be sure they are adequately 
sized and pressure rated for your system.

NOTICE
Repair Kits are available. See the chart on page 11 
to order the correct kit(s) for your pump.

• Parts included in the Seal Repair Kit are marked 
with an *, for example 8*.

• Parts included in the Seat Repair Kit are marked 
with a †.

• Parts included in the Check Ball Kit are marked 
with a ◆. 

Threads are very sharp. Use a rag to protect hands.

NOTICE
The jam nut can remain attached to the upper cylin-
der.

ti12918a
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11. Remove the wet cup seal (27*) and the upper cylin-
der seal (28*).

12. Clamp the piston in a vice. Use a hex wrench to 
remove the nut (17†) from end of piston.

• LW025A–LW050A: 7 mm (1/4 in.) hex
• LW075A–LW150A: 13 mm (1/2 in.) hex

13. Remove the o-ring (18†), seat (15†) and ball (16◆). 
See FIG. 5.

Reassembly
1. Clean and inspect all parts.

2. Lubricate and install new wet cup seal (27*) and 
upper cylinder seal (28*).

3. Assemble the female gland (9*), v-packings (7*, 8*), 
and male gland (6*), as shown. Alternate the 
v-packings with the lips facing down. Lubricate the 
packings. Install the packing stack into the wet 
cup (5).

4. Install the spring (4*) in the top of the upper cylinder.

5. Lubricate the threads and screw the wet cup (5) into 
the upper cylinder (1), hand tight.

FIG. 2. Remove Flow-Through Nut

ti12782a

NOTICE
Replace all o-rings removed from the pump. Com-
pressed o-rings may cause the pump to leak.

FIG. 3. Replace Throat Packings

NOTICE
All threads, packings, and seals must be well lubri-
cated. Use Lubriplate (Graco Part Number 285791) 
or a similar product.

*28

*9
*7

*8
*7
*8

*7

*6

5

ti11691a

Lips must
face down.

*27
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6. Assemble the male gland (11*), v-packings (12*, 
13*), and female gland (14*), as shown. Alternate 
the v-packings, with the lips facing up. Lubricate the 
packings. Install the spring (10*) and packing stack 
into the bottom of the upper cylinder (1).

7. Place the ball (16◆) in the piston body. Install the 
seat (15†) and o-ring (18†). Lubricate the o-ring and 
the threads of the flow-through nut (17†). Screw the 
flow-through nut (17†) into the piston/rod
assembly (3).

8. Place piston in vice and torque flow-through nut 
(17†) as specified in the following table.

9. Push the piston/rod assembly (3) into the upper
cylinder (1).

10. Lubricate and install the seal (21*) on the top of the 
lower cylinder (2).

11. Lubricate the threads and screw the lower cylinder 
(2) onto the upper cylinder (1). Torque to 95-105 
ft-lb (128-142 N•m).FIG. 4. Replace piston packings.

ti11693a

10*

11*

12*

13*
12*
13*

14*

12*

5

4*

1

Lips must
face up

Displacement Pump Torque

LW025A–LW050A 58-62 ft-lb (78-84 N•m)

LW075A–LW150A 78-82 ft-lb (105-111 N•m)

FIG. 5. Replace piston ball and seat.

3

◆16

†15
†18
†17 ti11692a
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12. Lubricate and install the seal (25*†) on the bottom of 
the lower cylinder (2).

13. Install the o-ring (26†) and intake seat (22†) into the 
top of the inlet housing. Lubricate the o-ring. The 
seat (22†) is reversible. Turn over or replace as 
needed.

14. Lubricate the seal (25*†) and threads of the lower 
cylinder (2). Place the ball (24◆) on the seat (22†).

15. Keep upright to screw the housing (23) into the 
lower cylinder (2) hand tight, so the seat remains 
firmly in place. Then clamp the cylinder in a vice and 
torque as specified in the following table.

16. Torque wet cup (5) to 58-62 ft-lb (78-84 N•m).

FIG. 6. Assemble piston/rod assembly and cylinders.

1

3

21*

2

ti12414a
25*†

FIG. 7. Replace intake ball and seat.

Displacement Pump Torque

LW025A–LW050A 58-62 ft-lb (78-84 N•m)

LW075A–LW150A 78-82 ft-lb (105-111 N•m)

25✓

24✓

22✓

26✓

23

ti11694a
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Parts

5

27*

28*

9*
7*
8*
7*
8*
7*
6*

1

16◆

15†
18*†

17†

10*

11*
12*
13*
12*
13*
12*
14*

21*†

25*†
24◆

22†

26*†

23

2

3

Lubricate.

Torque to 95-105 ft-lb (128-142 N•m)
3

Torque to 58-62 ft-lb (78-84 N•m)

Torque varies by lower size.
LW025A-LW050A: 58-62 ft-lb (78-84 N•m)
LW075A-LW150A: 78-82 ft-lb (105-111 N•m)

3

35

36

37

ti11644a

4*

32

Apply thread lubricant.

4

1

2

1

1

1

1

1

1

5

5

5

5 52

4

4

1

33*
52

1
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----- Not sold separately.

* Included in Seal Repair Kit. See page 11.

† Included in Seat Repair Kit. 316 stainless steel seats 
also are available. See page 11.

◆ Included in Check Ball Kit. Tungsten carbide and 316 
stainless steel check balls also are available. See 
page 11.

Ref. Description Part Qty.

1 CYLINDER KIT, upper; includes 
21, 28, 32, and 33 (qty. 1)

1

LW025A 24A813
LW050A 24A814
LW075A 24A815
LW100A 24A816
LW125A 24A817
LW150A 24A818

2 CYLINDER KIT, lower; includes 
21 and 25

1

LW025A 24A822
LW050A 24A823
LW075A 24A824
LW100A 24A825
LW125A 24A826
LW150A 24A827

3 PISTON/ROD, assembly; 
includes 15-18, 36, and
37 (qty. 1)

1

LW025A 24A643
LW050A 24A644
LW075A 24A645
LW100A 24A646
LW125A 24A647
LW150A 24A648

4* SPRING, throat ----- 1

5 WET CUP; includes 27 and 28 
(qty. 1 each)

1

LW025A 24A807
LW050A 24A808
LW075A 24A809
LW100A 24A810
LW125A 24A811
LW150A 24A812

6* GLAND, male, throat ----- 1

7* PACKING, throat, UHMWPE ----- 3

8* PACKING, throat, PTFE ----- 2

9* GLAND, female, throat ----- 1

10* SPRING, piston ----- 1

11* GLAND, male, piston ----- 1

12* PACKING, piston, UHMWPE ----- 3

13* PACKING, piston, PTFE ----- 2

14* GLAND, female, piston ----- 1

15† SEAT, piston valve, tungsten
carbide

----- 1

16◆ BALL, piston valve, 440 stain-
less steel

----- 1

17† NUT, flow through ----- 1

18*† O-RING, piston ----- 1

21*† O-RING, lower cylinder ----- 1

22† SEAT, intake valve, tungsten
carbide

----- 1

23 INTAKE VALVE KIT; includes 26 1
LW025A 24A834
LW050A 24A835
LW075A 24A836
LW100A 24A837
LW125A 24A838
LW150A 24A839

24◆ BALL, intake valve, 440 stainless 
steel

----- 1

25*† O-RING, lower cylinder ----- 2

26*† O-RING, intake valve ----- 1

27* O-RING, wet cup; package of 10 1
LW025A 24A630
LW050A-LW075A 24A631
LW100A 24A632
LW125A-LW150A 24A633

28* O-RING, wet cup ----- 1

32 FITTING, outlet, 3/8-18 npt X 
3/4-16 unf; includes 33 (qty. 1)

1

LW025A-LW100A 24A840
LW125A 24A841
LW150A 24A842

33* O-RING, outlet; package of 10 1
LW025A-LW100A 24E457
LW125A 24E458
LW150A 24E459

35 JAM NUT 1
LW025A 24A634
LW050A 24A635
LW075A 24A636
LW100A 24A637
LW125A 24A638
LW150A 24A639

36 NUT, coupling 1
LW025A 15M758
LW050A-LW150A 15T311

37 COLLAR, coupling; pkg. of 10 1
LW025A 24A618
LW050A-LW150A 24A619

Ref. Description Part Qty.
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Standard Repair Kits

Optional Kits

** Use with materials that cause chemical compatibility concerns with UHMWPE, such as acid catalyst materials.

*** Replaces standard kits for high corrosive applications.

Kit Description LW025A LW050A LW075A LW100A LW125A LW150A

* Seal Repair Kit
Throat v-packings (7* and 8*) and glands (6* 
and 9*), piston v-packings (12* and 13*) and 
glands (11* and 14*), o-rings (18*, 21*, 25*, 26* 
27*, 28*, and 33*), and springs (4*and 10*)

24A251 24A252 24A253 24A254 24A255 24A256

V-Packing Repair Kit
Throat v-packings (7* and 8*), piston v-packings 
(12* and 13*, and o-rings (18*, 21*, 25*, 26* 
27*, 28*, and 33*)

--- --- 24R167 24R168 --- ---

† Tungsten Carbide Seat Repair Kit
Seats (15† and 22†), o-rings (18†, 21†, 25†, 
and 26†), and flow-through nut (17†)

24A781 24A782 24A783 24A784 24A785 24A786

◆ 440 Stainless Steel Check Ball Kit
Piston ball (16◆) and intake ball (24◆)

24A261 24A261 24A263 24A264 24A264 24A264

Wet-Cup O-Ring (27)
Package of 10

24A630 24A631 24A631 24A632 24A633 24A633

Coupling Collars (37)
Package of 10

24A618 24A619 24A619 24A619 24A619 24A619

Kit Description LW025A LW050A LW075A LW100A LW125A LW150A

Reinforced PTFE V-Packing Kit**
Reinforced PTFE throat packings and glands, 
reinforced PTFE piston packings and glands, 
o-rings, and springs

24J852 24J853 24J854 24J855 24J856 24J857

†316 Stainless Steel Seat Repair Kit***
Seats (15† and 22†), o-rings (18†, 21†, 25†, 
and 26†), and flow-through nut (17†)

24A794 24A795 24A796 24A797 24A798 24A799

◆Check Ball Kit
Piston ball (16◆) and intake ball (24◆)

316 Stainless Steel*** 24P612 24P612 24P613 24P614 24P614 24P614

Tungsten Carbide 24A667 24A667 24A669 24A670 24A670 24A670
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Dimensions

Displacement Pump Dimensions

* Height measured at mid-stroke.

FIG. 8

Displacement 
Pump

A
(Height*)

in. (mm)

B
(Inlet Size)

in. npt

C
(Outlet Size)

in. npt
Weight
lbs (kg)

LWO25A 14.9 (378) 1/2 in. 3/8 in. 9.0 (4.1)

LW050A 14.8 (376) 3/4 in. 3/8 in. 13.2 (6)

LW075A 15.4 (391) 3/4 in. 3/8 in. 15.3 (6.9)

LW100A 15.4 (391) 3/4 in. 3/8 in. 18.6 (8.4)

LW125A 15.6 (396) 1 in. 1/2 in. 21.2 (9.6)

LW150A 15.6 (396) 1 in. 3/4 in. 22.0 (10)

C

C

AA

Model LW025A Model LW150A 

ti11643a ti11645a

B B
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Technical Data

Maximum fluid working pressure
LW025A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000 psi (20.7 MPa, 207 bar)
LW050A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4500 psi (33.1 MPa, 310 bar)
LW075A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4800 psi (33.1 MPa, 331 bar)
LW100A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3600 psi (24.8 MPa, 248 bar)
LW125A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2900 psi (20.0 MPa, 200 bar)
LW150A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2400 psi (16.5 MPa, 165 bar)

Maximum operating temperature . . . . . . . . . . . . . . . . . . . 160°F (71°C)
Fluid inlet size

LW025A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/2 in. npt
LW050A– LW100A. . . . . . . . . . . . . . . . . . . . . . . . . . . 3/4 in. npt
LW125A–LW150A . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 in. npt

Fluid outlet size
LW025A–LW100A . . . . . . . . . . . . . . . . . . . . . . . . . . . 3/8 in. npt
LW125A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/2 in. npt
LW150A . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3/4 in. npt

Stroke length  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5 in. 
Wetted parts . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . stainless steel, tungsten carbide, UHMWPE, PTFE



Стандартная гарантия компании Graco
Компания Graco гарантирует, что во всем оборудовании, упомянутом в настоящем документе, произведенном компанией Graco и маркированном 
ее наименованием, на момент его продажи первоначальному покупателю отсутствуют дефекты материала и изготовления. За исключением 
случаев предоставления каких-либо особых, расширенных или ограниченных гарантий, опубликованных компанией Graco, компания обязуется в 
течение двенадцати месяцев с момента продажи отремонтировать или заменить любую деталь оборудования, которая будет признана компанией 
Graco дефектной. Эта гарантия действительна только в том случае, если оборудование устанавливается, эксплуатируется и обслуживается в 
соответствии с письменными рекомендациями компании Graco.

Ответственность компании Graco и эта гарантия не распространяются на случаи общего износа оборудования, а также на любые неисправности, 
повреждения или износ, вызванные неправильным монтажом или эксплуатацией, абразивным истиранием или коррозией, недостаточным или 
неправильным техническим обслуживанием, халатностью, авариями, внесением изменений в оборудование или применением деталей других 
производителей. Кроме того, компания Graco не несет ответственности за неисправности, повреждения или износ, вызванные несовместимостью 
оборудования компании Graco с устройствами, вспомогательными принадлежностями, оборудованием или материалами, которые не были 
поставлены компанией Graco, либо неправильным проектированием, изготовлением, монтажом, эксплуатацией или техническим обслуживанием 
устройств, вспомогательных принадлежностей, оборудования или материалов, которые не были поставлены компанией Graco.

Эта гарантия имеет силу при условии предварительно оплаченного возврата оборудования, в котором предполагается наличие дефектов, 
уполномоченному дистрибьютору компании Graco для проверки заявленных дефектов. В случае подтверждения заявленного дефекта компания 
Graco обязуется бесплатно отремонтировать или заменить все дефектные детали. Оборудование будет возвращено первоначальному покупателю 
с предварительной оплатой транспортировки. Если в результате проверки оборудования не будет выявлено никаких дефектов материалов или 
изготовления, ремонт будет проведен за разумную плату, которая может включать стоимость работ, деталей и транспортировки.

НАСТОЯЩАЯ ГАРАНТИЯ ЯВЛЯЕТСЯ ИСКЛЮЧИТЕЛЬНОЙ И ЗАМЕНЯЕТ ВСЕ ПРОЧИЕ ГАРАНТИИ, ЯВНО ВЫРАЖЕННЫЕ ИЛИ ПОДРАЗУМЕВАЕМЫЕ, 
ВКЛЮЧАЯ, ПОМИМО ПРОЧЕГО, ГАРАНТИЮ ТОВАРНОГО СОСТОЯНИЯ ИЛИ ГАРАНТИЮ ПРИГОДНОСТИ ДЛЯ ОПРЕДЕЛЕННОЙ ЦЕЛИ. 

Указанные выше условия определяют рамки обязательств компании Graco и меры судебной защиты покупателя в случае любого нарушения 
условий гарантии. Покупатель согласен с тем, что применение других средств судебной защиты (включая, помимо прочего, случайные или 
косвенные убытки в связи с упущенной выгодой, упущенными сделками, травмами персонала или порчей имущества, а также любые иные 
случайные или косвенные убытки) невозможно. Все претензии по случаям нарушения гарантийных обязательств должны быть предъявлены в 
течение двух (2) лет с момента продажи.

КОМПАНИЯ GRACO НЕ ПРЕДОСТАВЛЯЕТ НИКАКИХ ГАРАНТИЙ, ЯВНЫХ ИЛИ ПОДРАЗУМЕВАЕМЫХ, ОТНОСИТЕЛЬНО ТОВАРНОЙ ПРИГОДНОСТИ 
ИЛИ СООТВЕТСТВИЯ КАКОЙ-ЛИБО ОПРЕДЕЛЕННОЙ ЦЕЛИ В ОТНОШЕНИИ ПРИНАДЛЕЖНОСТЕЙ, ОБОРУДОВАНИЯ, МАТЕРИАЛОВ ИЛИ 
КОМПОНЕНТОВ, ПРОДАВАЕМЫХ, НО НЕ ПРОИЗВОДИМЫХ КОМПАНИЕЙ GRACO. На указанные изделия, проданные, но не изготовленные компанией 
Graco (например, электродвигатели, переключатели, шланги и т. д.), распространяется действие гарантий их производителя, если таковые имеются. 
Компания Graco будет оказывать покупателю надлежащее содействие в предъявлении любых претензий по случаям нарушения таких гарантийных 
обязательств.

Ни при каких обстоятельствах компания Graco не несет ответственности за непрямые, случайные, особые или косвенные убытки, связанные с 
поставкой компанией Graco оборудования или комплектующих в соответствии с этим документом или с использованием каких-либо продуктов 
или других товаров, проданных по условиям этого документа, будь то в связи с нарушением договора, нарушением гарантии, небрежностью со 
стороны компании Graco или в каком-либо ином случае.

Информация о компании Graco

Чтобы ознакомиться с последними сведениями о продукции Graco, посетите веб-сайт 
www.graco.com.

Сведения о патентах смотрите на веб-сайте www.graco.com/patents. 

ЧТОБЫ РАЗМЕСТИТЬ ЗАКАЗ, обратитесь к своему дистрибьютору компании Graco 
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